
GND

OPENMV3

3.3V

BNO055

GND

GND

3.3V

3.
3V

32
.7
68
kH
z

3.3V

3.
3V

10
K

10K

10K

10
K

VIN27

GND28

MISO 12

MOSI 11

SCLK 13
SSEL 143.3V18

PWM1 26

PWM2 25

TXD/SCL 15

RXD/SDA 16

ADC/DAC 17

SWC21

SWD22

RESET24

BOOT23

U1
GND2

VDD3

NBOOT_LOAD_PIN 4

PS1 5
PS0 6

CAP9

PIN10(GND)10
NRESET 11

INT 14

PIN15(GND)15

PIN16(GND)16

COM3/I2C_ADDR 17
COM2(GND) 18

COM1/SCL/RX 19
COM0/SDA/TX 20

GND25

XOUT3226

XIN3227

VDDIO28

PIN7(SWDIO) 7

PIN8(SWCLK) 8

U2

Y
2

1
8

R
N
1A

3 6RN1C

4 5RN1D

2
7

R
N
1B

SDA

SDA

SCL

SCL

SSEL
SCLK
MISO
MOSI

PWM1
PWM2

SWC

VIN

SWD
RESET
BOOT

DAC

2

BNO055
MOTION	CO-PROCESSOR

VDD:
VDDIO:
Operating	Temp:

2.4-3.6V
1.7-3.6V
-40~85°C
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